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We have presented here results of a low temperature transport study of polypyrrole nanowires having low
electron densities, which shows characteristics of charge density waves observed in structurally ordered ma-
terials. The current-voltage characteristics of all these nanowires show a power-law dependence on voltage and
temperature and a “gap” that decreases rapidly as the temperature is increased, confirming the existence of a
long-range electron-electron interaction in the nanowires. A switching transition to highly conducting state has
been observed above a threshold voltage, which can be tuned by changing the diameters of the nanowires and
the temperature. Negative differential resistance and enhancement of noise have been observed above the
threshold. These experimental results give evidence in favor of Wigner crystallization in these nanowires.
DOI: 10.1103/PhysRevB.76.045110 PACS numbers: 73.20.Mf, 73.20.Qt, 73.61.Ph, 73.63.b
I. INTRODUCTION
Possibilities of applications in nanotechnology has trig-
gered extensive research activities to understand charge con-
duction in quasi-one-dimensional quasi-1D conductors
such as nanowires and nanotubes where electron-electron in-
teraction EEI plays a dominant role. In 1934, Wigner con-
sidered the effect of long-range EEI in metals and predicted
in a seminal paper1 the possibility of formation of periodic
spatial structures of electrons for very low electron density
materials. It has been predicted theoretically that one-
dimensional Wigner crystal 1DWC2 formation exhibiting
the characteristic of a charge density wave CDW may oc-
cur in nanowires of even structurally disordered materials.3
The wigner crystal WC phase has been observed experi-
mentally in a two-dimensional electron system under an in-
tense magnetic field,4,5 in surface-state electrons of super-
fluid helium,6 in quasi-1D organic charge transfer salt7 and,
recently, in inorganic chain compounds.8 Although interest-
ing phases such as Lüttinger liquid LL,9 which arise due to
short-range EEI, have been observed in several one-
dimensional 1D systems,10–13 the predicted formation of
1DWC in structurally disordered materials3 has not been ob-
served experimentally. Among various low-dimensional sys-
tems, conducting polymer nanowires are easy-to-form
quasi-1D systems in the study of EEI as one can tune the
carrier concentration of a polymer over several orders of
magnitudes by controlling doping concentration, and WC
formation has been predicted in conducting polymers.3,14
Here, we report results of a low temperature study of
polypyrrole nanowires having diameters from 30 to 450 nm.
Highly nonlinear current-voltage I-V characteristics having
IV1+ at high V and ITV at low V were observed. The
exponent  is reduced from high values 5–7 with in-
creasing temperature and does not take a value equal to , in
general. A large “gap” voltage VG, above which the con-
ductance increases substantially, was observed in the low
temperature I-V characteristics. The gap was found to de-
crease rapidly with increasing temperature and with increas-
ing diameter. The I-V characteristics also show a switching
transition to a highly conducting state above a certain thresh-
old voltage VthVG. The threshold field Eth correspond-
ing to Vth was found to depend on the diameter d as Eth
d−4/3. Current-driven I-V characteristics show a negative
differential resistance NDR at low temperatures. An in-
crease in “noise” has been observed in the switched highly
conducting state. All these experimental results indicate a
possibility of Wigner crystal formation in conducting poly-
mer nanowires.
II. EXPERIMENT
A. Sample preparation
Conducting polymer nanowires are quasi-1D systems
composed of aligned polymer chains where charge carriers
are created by doping. We used a membrane based synthesis
technique to grow polymer nanowires.15 We used a porous
polycarbonate membrane of various pore diameters and
thicknesses to prepare polypyrrole nanowires. This technique
helps us to prepare nearly monodisperse nanowires; details
of the synthesis technique has been described elsewhere.16
The actual diameters of nanowires were characterized from a
scanning electron microscopy micrograph and were found to
have average values of 30, 50, 70, 110, 350, and 450 nm.
The average doping concentration obtained after an initial
doping gradient within a few hundred nanometers can be
systematically reduced by lowering the diameters of the
nanowires.16
B. Electrical measurements
For electrical measurements, gold pads 2 mm diameter
were sputter deposited on both sides of the membrane to
establish parallel connection with 106–107 nanowires
pore density of the membrane 108–109/cm2. We have
seen that among various contact materials, gold serves as the
best contact material and provides less contact resistance.16
Due to the parallel connection of a large number of nano-
wires, the maximum current flow through the individual
nanowire is very low less than 10 nA. The room tempera-
ture resistance of the individual nanowires obtained by con-
sidering parallel connection of monodisperse nanowires and
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dividing the measured resistance with the number of wires
of various diameters are in the range of 106–109 , which
are similar to the previously reported values for various poly-
mer nanowires or nanofibers.17 As very low current flows
through the individual nanowires, the maximum power dis-
sipation in individual nanowires is very low less than mi-
crowatt, and this prevents the the nanowires from burning
out.
The electrical measurements were carried out using a Kei-
thley 2400 source meter, a Keithley 2000 multimeter, or an
Agilent 34420A nanovoltmeter in a pseudo-four-probe con-
figuration. Measurements were done in a two-probe configu-
ration for a very high resistive sample using a Keithley
6517A electrometer. Voltage was supplied using the source
of the electrometer, and the current flowing through the
sample was measured. Before each measurement, instrument
performances were checked using a standard resistance of
different values up to 100 G. The consistency of the re-
sults were checked by repeated measurements, by changing
the contact material, and by changing the scan speed of the
bias voltage or current. For a very high resistive sample,
noise in the measured current has been reduced by averaging
over 30 data points and giving sufficient delay 60 s be-
fore taking data at each bias step. Differential conductance
values dI /dV were obtained by numerically differentiating
the I-V curves and were verified by lock-in measurements. A
lock-in measurement of dI /dV vs V was done by using an
Agilent 33220A function generator, an SR 830 lock-in am-
plifier, and a current amplifier Ithaco 1212 or SR 570. A
small sinusoidal ac voltage 20 mV peak to peak of 17 Hz
has been added to a dc bias and supplied to the nanowire
samples. All the measurements were done in an Oxford cry-
ostat under a liquid helium environment over the temperature
range of 1.7–300 K. The sample temperature was controlled
using a Lakeshore 340 temperature controller, a heater, and a
calibrated temperature sensor cernox placed on the sample
holder. All the instruments were interfaced with a computer
via the GPIB interface. The LABVIEW National Instruments
Corp., Austin, TX software has been used for data acquisi-
tion.
III. RESULTS AND DISCUSSION
The conductance vs voltage and dI /dV vs voltage data of
various nanowires refer to Figs. 1a and 1b show the
existence of gap voltage VG. We have measured the value
of VG by noting the change of slope from the conductance vs
voltage data for different diameter nanowires, as shown in
Fig. 1b. VG was found to be inversely proportional to the
diameter d of the nanowires refer to the inset in Fig. 1b.
It is to be noted that the zero-bias current and, hence, the
conductance below the VG increase with the temperature and
diameter of nanowires. The gap was found to reduce rapidly
with the increase in temperature and vanishes at a relatively
high temperature that depends on the wire diameter.
The strong temperature dependence of the gap is a signa-
ture of electron-electron interaction18,19 and has been ob-
served earlier in chains of graphitized carbon nanoparticle.20
The temperature and diameter dependence of the gap in our
nanowires can only be explained by considering a “pinned”
collective state3 where the pinning strength increases with
decreasing diameter. This is consistent with the fact that the
observed voltage required for the switching transition also
increases with decreasing diameter. In a previous study, the
existence of a collective behavior was predicted in these
nanowires as a non-Curie-type temperature dependence of
the static dielectric constant16 was observed. Here, dipoles
formed by a dopant counter ion interact among each other
via a Coulomb interaction and produce a collective pinning.3
The observed characteristics of VG here is consistent with the
Wigner crystal formation, which is pinned by the
impurity.3,5,6
Above the voltage VG, I-V characteristics of all nanowires
show a power-law behavior—a known characteristic of 1D
conductors. In contrast to conventional three-dimensional
3D materials, 1D conductors exhibit fascinating transport
properties due to the power-law dependence of tunneling
density of states, which can be parametrized as dI /dVT
and V for low bias VkBT /e and high bias V
	kBT /e conditions, respectively.9 In Fig. 2a we have
shown representative data that show an RT− behavior. In
this figure, we have also plotted the same data as logR vs
T−1/4 to show that variable range hopping VRH can also
(a)
(b)
FIG. 1. Color online a Differential conductance dI /dV is
plotted as a function of bias voltage V for a 30 nm diameter nano-
wire at various temperatures. Schematic diagram of the two-probe
measurement configuration is shown in the inset. b Conductance
vs voltage plot for four different diameter nanowires at T=3 K. A
gap voltage VG for 30 nm diameter nanowire has been indicated
by an arrow. VG has been plotted as a function of inverse diameter
d in the inset.
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give a reasonable fit. We found that for low bias data, VRH
gives a better fit,16 but power law gives a better fit for the
data taken at a higher bias. This type of bias dependent R-T
behavior has been discussed earlier in the context of “dirty”
LL theory.21 In the inset in Fig. 2a, we have plotted resis-
tivity data measured with 1 V bias against temperature in a
log-log scale for a 30 nm diameter nanowire and have fitted
it to show that power-law dependence RT−, with =5.2
remains valid above 30 K. Due to the presence of VG below
30 K, the resistance for this bias becomes nearly temperature
independent, as observed in other polymer nanowires.17 For
a 30 nm diameter nanowire taking =5.2 and plotting I /T1+
versus eV / kBT, various I-V curves of different tempera-
tures collapse on a master curve Fig. 2b. A clean LL state
predicts = and scaling of I-V curves of different tempera-
tures to such a master curve.9,22 For a higher diameter nano-
wire, the scaling was not good, and one such representative
data has been shown for 70 nm diameter nanowires in Fig.
2c. The observed R-T behavior above 30 K, its bias de-
pendence, and the scaling behavior of different temperature
I-V characteristics of various diameter nanowire suggest that
the LL state can describe some features of the high tempera-
ture T30 K electronic transport properties of the nano-
wires. The LL behavior has been observed previously in
polymer nanofibers in the above temperature range with 
2.2–7.2 and 2–5.7.17 A similar power-law behavior
has been observed in other 1D systems such as carbon nano-
tubes  ,0.36 Ref. 10 and nanowires of InSb 
2–7, 2–6,13 NbSe3 1–3, 1.7–2.7,23 and
MoSe 0.6–6.6, 0.32–4.9.24
At low temperature 
30 K, for almost all of the nano-
wires, the I-V characteristics of different temperatures could
not be collapsed to a single master curve. From the I-V data,
we get =5.6 at T=3 K for a 30 nm diameter nanowire re-
fer to the upper inset in Fig. 2b, and for other diameter
nanowires, this value goes up to 7.2 at 3 K refer to the
lower inset in Fig. 2b. The  value obtained from the high
temperature 30 K and/or high bias R-T data is not equal
to  in general25 for most of the nanowires at low tempera-
tures. The  values were found to decrease with increasing
temperature. For a quasi-1D system, the LL theory predicts a
decrease of  with increasing diameter, but our experimental
results show an increasing  value with increasing diameter
refer to the lower inset in Fig. 2b at a low temperature
3 K. The presence of VG, absence of a single master curve,
and unequal exponents  and  in these wires show that the
LL theory is not applicable in describing the electronic prop-
erties of these nanowires in the low temperature regime. Be-
low, we will show that the Wigner crystal state, which shows
the characteristics of the charge density wave, can satisfac-
torily explain the low temperature experimental observa-
tions.
For a quasi-1D system, the strength of, Coulomb correla-
tion is defined as rs=a / 2aB, where a is the average dis-
tance between electrons and aB is the effective Bohr radius.
Low doped polymer nanowires with a quasi-1D nature and
low electron density rs	1 are potential candidates to form
a Wigner crystal that can exhibit characteristics of a charge
density wave state.2,3,14,17,26 For weakly pinned Wigner crys-
tals, tunneling density of states shows a power-law behavior
with the applied bias,27 and the exponent ranges from 3 to
6.28,29 It has been shown28 that for 1DWC with increasing
pinning strength,  should decrease. The variation of VG
(a)
(b)
(c)
FIG. 2. Color online a Resistance R vs temperature T data
for 50 nm diameter nanowire. The upper arrow indicates the plot of
log10 R as a function of T−1/4 and its linear fit. The lower arrow
indicates a double-logarithmic plot of R as a function of T and its fit
by a power law RTT−5.2. The power-law dependence of R-T
data for 30 nm diameter nanowire has been shown in the inset. b
I /T1+ is plotted against eV /kBT, where =5.2 for 30 nm nanowire
for four different temperatures. I-V data for 30 nm diameter nano-
wire at T=3 K is plotted in a double logarithmic scale in the upper
inset. The data are fitted solid line by the power law IV1+, with
=5.6. The plot of  determined at T=3 K is shown as a function
of diameter d in the lower inset continuous lines are guides to the
eye. c Plot of I /T1+ vs eV /kBT for 70 nm diameter nanowire
that shows deviation from the LL theory.
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with d refer to the inset in Fig. 1b clearly indicates that
pinning strength increases19 with decreasing diameter.
Hence, our observation of the reduction in  value with de-
creasing diameter of nanowires is consistent with the 1DWC
model. Moreover, higher values of the exponents observed
here also indicate that 1DWC has been formed in our nano-
wires.
At low temperatures, all the nanowires show a switching
transition to a highly conducting state above a certain thresh-
old voltage VthVG. For a fixed temperature, we did not
observe any switching transition when the bias voltage is
kept 1 mV below Vth for a long time. The sharp threshold
indicates a collective phenomena,30–32 and the transition is
not due to field heating. In Fig. 3a and in its inset, we have
shown representative switching transitions for the nanowires
measured at 2.5 K. All the nanowires showed hysteresis in
the switching transition, which is independent of the bias
scan speed thus removing any possibility of a capacitive
effect. The nanowires could switch back to the low conduct-
ing state only when the applied voltage is reduced to a value
VRe Vth VRe VG. With decreasing temperature, the
hysteresis, defined as Eth−ERe /ERe ERe is the field corre-
sponding to VRe, increases refer to Fig. 3b—this behavior
is consistent with that observed in switching CDW.30–33 It
has been shown theoretically that the formation of 1DWC is
equivalent to having 4kF CDW in a system.2,3 The sliding
state of this pinned CDW can explain the field induced
switching transition observed here. The presence of VG and
Vth is also consistent with two thresholds observed in semi-
conducting CDW systems.33
Depending on the pinning strength, a pinned CDW be-
come nonconducting below a certain threshold field. When
an applied dc field is strong enough to overcome the pinning
energy, the CDW depins and a sliding motion starts to give
rise to a switching transition.30–33 When the CDW is confined
in two directions as in the nanowires, phase deformations
occur along the length of the nanowires. In this situation,
pinning of CDW is one dimensional and the threshold field is
(b)
(a) (c)
(d)
FIG. 3. Color online a Voltage biased I-V characteristics of 110 nm diameter nanowire at T=2.5 K, showing the gap and switching
transition, the same for various diameter nanowires shown in the inset. b Hysteresis Eth−ERe /ERe is plotted against temperature for 70 nm
diameter nanowire. Upper and lower insets show voltage driven I-V characteristics of 110 and 350 nm diameter nanowires, respectively, at
2.5 K; arrows indicate the direction of voltage scan. c Threshold field Eth is plotted as a function of diameter symbol for various
nanowires at 2.5 K. The data are fitted solid line by the power law Ethd− with 4/3. d A comparison between voltage biased square
and current biased circle I-V measurements of 450 nm diameter nanowire at 1.7 K arrows indicate the direction of scan. In the lower
inset, fluctuations in the voltage have been shown for 3 mA upper curve and 4 mA lower curve bias currents note the different scales
used. The upper inset shows NDR in the switched state indicated by b.
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expected to be proportional to d−4/3.34 The plot of Eth vs d
shown in Fig. 3c confirms this dependence in our nano-
wires. The change in Eth with d is obviously not due to
surface pinning as that would have given us Ethd−1. It has
been also observed previously in a study of NbSe3 samples
that surface pinning can be excluded for highly resistive
samples R /L1  /m.34 We measured current-driven
I-V characteristics to investigate the nature of a switched
state in these nanowires. The measurements Fig. 3d and its
upper inset exhibit a NDR. This type of behavior has been
observed in a sliding CDW state33,35 and is expected in
1DWC. The comparison between voltage driven and current-
driven I-V characteristics has been shown in Fig. 3d, and
this shows the uniqueness of the threshold field for both
types of measurements. We have also observed a large fluc-
tuation in the measured voltage in the switched state refer to
the lower inset in Fig. 3d, which gives a strong evidence
of sliding motion above Eth;33 a similar increase in noise has
been observed previously in a two-dimensional Wigner
crystal.4
IV. CONCLUSION
The results presented here show that the I-V characteris-
tics of all the nanowires have three distinct regions refer to
Fig. 3a. Below VG, current is very small and that increases
with temperature and diameter. Between VG and Vth, power-
law characteristics of a 1D transport is observed. Above Vth,
a switching transition is observed which exhibits hysteresis,
d−4/3 scaling, NDR, and noise enhancement. All these find-
ings confirm the formation of 1DWC, which is expected to
exhibit characteristics of CDW, in our nanowire. Although
power-law-dependent I-V characteristics can be explained by
other models such as the Lüttinger liquid9 and environmental
Coulomb blockade ECB,36 these theories cannot explain
the observed switching transition and related phenomena re-
ported here. Moreover, the LL theory is clearly inconsistent
with observed VG and the reduction of  with decreasing
diameter refer to the inset in Fig. 2b observed at low
temperatures. In addition, we could not get an expected col-
lapse to a master curve22 for higher diameter nanowires. The
ECB theory can account for VG, but it predicts an increase in
 with increasing environmental impedance. In our case
though, the resistance of the nanowires decreases with in-
creasing diameter and  increases. In conclusion, all our ex-
perimental findings show that a one-dimensional Wigner
crystal has been formed at low temperatures in nanowires of
a structurally disordered material such as a conducting poly-
mer.
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